
Global WF 3995 Series
SINGLE NEEDLE, TOP FEED MACHINES

WF 3995 DD
-  High-speed, single needle, drop feed machine with alternating outside presser foot and large horizontal axis 

hook. The machine has fully automatic lubrication and direct drive built-in motor.  
The bobbin winder is built-in the machine head.

-  Máquina de pespunte de alta velocidad, 1 aguja con arrastre de pata externa alterno y garfio grande sobre 
eje horizontal. Lubricación automática y motor incorporado de la máquina y devanador integrado en la 
cabeza de máquina. 

-  Hochgeschwindigkeits, 1 Nadel obertransportmaschine mit alternierendem Aussenfuss und großem
 Horizontalgreifer. Vollautomatische Schmierung. Motor ist im Oberteil integriert und der Spuler ist auch am 

Nähkopf angebracht.

-  Machine rapide, une aiguille, avec entraînement par griffe et pied alternatif extérieur, crochet de grande 
capacité à axe horizontal. Machine avec lubrification automatique et moteur intégré dans la tête, dévidoir 
incorporé.

 
WF 3995 AUT
-  Same as WF 3995 DD, but with thread trimmer and automatic back tack.  

Presser foot lift is available as an option.

-  Las mismas características que la Global WF 3995 DD, pero equipada con corta-hilos y remate automáticas. 
Opcional alza-prensatelas.

-  Baugleich mit WF 3995 DD, aber mit Fadenabschneider und Verriegelung.  
Automatische Presserfusslüftung ist optional.

-  Identique à la WF 3995 DD, avec en plus coupe fil et points d’arrêts automatiques.  
Relevage automatique du pied disponible en option.
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TECHNICAL
SPECIFICATIONS

MACHINE SPEED
max 2000 spm

OILING SYSTEM
fully automatic

FEED TYPE
top feed & drop feed

PRESSER FOOT LIFT
by hand 8 mm
by knee 14 mm

STITCH LENGTH
max 8 mm

NEEDLE TYPE
135x17

LED-LIGHT
standard

WF 3995 DD


